A/V SELECTOR & 
MODULATORS 

MOD-41 
MOD-34 








View Multiple Video 
Sources on Any TV 

TERK's RF Modulators 
allow video components 
such as DVD players, video 
game systems, VCRs and 
camcorders to be viewed 
on televisions that are not 
equipped with an available 
audio/video jack. TERK's 
RF Modulators are the ideal 
way to connect multiple 
components to any televi- 
sion, making it easy for 
everyone in the family to 
enjoy their favorite movies, 
video games and other 
video sources anytime. 




Home Entertainment 
Made Easy 

TERK's Modulators are 
easy to install in any 
system. Just connect 
your source components 
and select channel 
3 or 4 as the output. 
There is no longer a need 
to move components 
around and disconnect 
and reconnect wires. 

TERK's Mod-34 allows you 
to connect one video 
source to VHF for viewing 
on any TV. The Mod-34 
automatically switches to 
that video source when the 
incoming signal is detected. 

Terk's Mod-41 allows the 
viewer to connect up to 
four video components to 
any TV. 



TERK 



MOD-34 





Key Features: 

• Automatically switches between antenna/cable and 
video source 

• Converts source video to VHF for viewing on any TV. 

• Selectable to channel 3 or 4 output 

• Eliminates the need for extra monitors 

• Separate VHF antenna/cable input simplifies installation 
and switching of components 

• UL listed, FCC approved 

• 1 year warranty 



MOD-41 
Key Features: 

• Converts up to four Audio/Video source inputs (DVD, 
PVR, VCR, Camcorders, video game systems, etc.) to 
VHF for viewing on any TV. 

• Switchable between video sources and cable or antenna 

• Stereo A/V and selectable to channel 3 or 4 output 

• Front panel instant push button switching 

• Eliminates the need for extra monitors 

• Separate VHF antenna/cable input simplifies installation 
and switching of components 

• UL listed, FCC approved 

• 1 year warranty 
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Cable Converter Anten 

(75 ohm Cable) 



Sat./DVD/Laser/VCR/Game/Camcorder 
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(Connect up to 4 
components to MOD-41) 
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TERK RF Modulator 
MOD-41 

(MOD-34 has a single A/V Input) 
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Specifications: 

Video carrier output level: 
RF Output Channels: 
RF Output Impedance: 
Video Input Impedance: 
Audio Input Impedance: 



69 dB uV 

3 or 4 

75ohrms 

75ohms 

13 + 3K ohms 



At TERK Technologies we strive to offer the highest quality products to 
our consumers. The specifications are subject to change without notice. 
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